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* Remove 9’ of existing HMA overlay and
olE) 24 ¢l hE) repiace with 9 concrete %/ab as} shown, BILL OF MA TERIAL
(_J ) hi(E) *\ Slope to match roadway. Cost of removal
/—' ! ! N VLU included with Hot-Mix Asphalt Surface Removal, 9
GNED Y By | 1 ‘QI NE . tv Bar No. Size Length Shape
25 RUCTUR, %o - Q% GENERAL NOTES = dE) | B | #5 | 53"
&% e\faavuan iy e 2 f 2 o - - e i . aiE) | 52 | #9 | 1797 | <5
@ e ROR A7 S — T I * Plan dimensions and details relative to existing plans are subject to nominal C— —j 1
& L o ® construction variations. The Contractor shall field verify existing dimensions and ——— ——
& O A\/‘D CARL¢ ‘@ . N #. T A
8 =y PUZEY A Y R details affecting new construction and make necessary approved adjusiments prior l (3 1537 nE) | 24 4 17/‘4” ho—
»an e to construction or ordering of materials. Such variations shall not be cause for } MiE) | 66 | #5 | 1747 | ——
s =8 084-005470 5 s Tilt_hook of a,(E) bars if i Typ. additional compensation for a change in scope of the work, however, the Typ. (F) BAR
LA g : necessary to maintain clearance. Contractor will be paid for the quantity actually furnished at the unit price bid alc/ BAR
““*‘ SPRINGFIELD ..'* P for the work. Bar Splicers Each 45
9“9”0 HLLINGIS o (o: & 80" 67 Reinforcement bars shall conform to the requirements of ASTM A 706 Gr 60. Hot - Mix Asphalt Sq. Yds 43.2
L4 ;,:"n‘,,a“@ ™ * — i See Special Provisions. DESIGN STRESSES Surface Removal, 9” . . 3
O°a OF 1L N ' 97-0° Reinforcement bars designated (E) shall be epoxy coated. Reinforcement Bars, Pound 4900
EIYTE) i The slab surface shall have its final finish tined according to Article B F;%E_éw Epoxy Coated
420.09(e)1) of the Standard Specifications. Cost included with Concrete c = 3,500 psi Concrete
EXPIRES 11-30-2012 §§QZ.10___M Superstructures. fy = 60,000 psi (Reinf.) Superstructure Cu. Ygs. | 10.8
o ‘“\F) &‘__ A s SLAB DETAILS EAP TOTAL | SHEET
DESIGNED Bt : EXAMINED \ Y DATE MARCH 14, 2011 RTE. SECTION COUNTY  |sHEETS| “NO.
CHECKED teto. . VYela TINEENG oF AT SERVICES STATE OF ILLINOIS LOCATION 3 71| POSTING MITIGATION FY2011-1 MCLEAN 23 14
DRAWN  bglivg L PASSED G DEPARTMENT OF TRANSPORTATION 057-8003 CONTRACT NO. 70894
CHECKEDC& V W ACYING ENGINEER OF BRIOGES Al Wcruﬁss SHEET NO, 1 OF 2 SHEETS [iLLINOIS[FED. AID PROJECT
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